
 
 

 
 
 

 
 

 
 

 
 
 
 
 

 
 
 

OB 6 

Since it's establishment in 1986 by Bart and Helen Arnold, TVM has 
established an enviable reputation for combining the very latest technology with an  
experienced and enthusiastic crew.  TVM is continually expanding its fleet and updating 
its equipment and remains Ireland’s leading Outside Broadcast Facilities Provider.   
We are proud to have introduced OB6, a new triple expanding HD/SD OB unit to our 
fleet in April 2003. 
 
We have earned worldwide recognition as a reliable, quality outside broadcast service 
provider.  We will take your concept and work closely with you to develop your proposal 
into a successful OB. This will be achieved by TVM's dedication to a personal and  
professional service.  We will recce each job and by combining our experience with your 
requirements, we will tailor a total package to meet your needs, including everything from 
accommodation and catering to worldwide satellite links.   
 
We have a dedicated full-time technical crew who, by attention to detail, will ensure each 
OB runs smoothly. TVM utilises a large pool of contract and freelance operators, who  
are prepared to 'go the extra mile' to bring you the professional, friendly service that is 
our hallmark. 

TELEVISION MOBILES LTD  
Bartlemy, Fermoy, 
Co. Cork, 
Ireland. 
 

Tel:   353 (0) 25 36236 
Fax:  353 (0) 25 36601 
 

E-mail:  info@tvm.ie 
WWW.TVM.IE 



 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 

 
                                                                                    
 

 

Cameras 
Up to 24 Sony HDC 1000/1500/3300 switchable cameras. Up to 
6 digital radio cameras, including Gigawave D-Cams and Link-
XP. 
2x HDC 3300 Supermotion Channels 
 
Lenses 
A wide variety of lenses are available:  
11:1 wide angle, 15:1, 21:1, 33:1, 62:1, 70:1, 72:1, 76:1, 101:1. 
 
Vision Mixer 
Thomson XTENDD 4/ME switcher with 4 keys per M/E. 
 
HD: 54 inputs, internal DVE & 4 channels of RAM recorder.  
Flying keys are provided via Abekas Clipstore. 
 
SD: 54 inputs & 4 channel of RAM Recorder. Flying keys via 
Abekas Clipstore or MAV-555 
 
DVE 
Sony DME 7000 fully loaded in SD. 
Internal DVE in HD Vision Mixer & Re-sizer’s on all keys 
 
Graphics 
Ample Desk and Rack space allow for easy integration of a  
variety of sources including Aston Red, Ethos, Advantage and 
Aston 7 
 
Router 
96 x 192 SD-SDI Router (Trinix) 
96 x 128 HD-SDI (Trinix) 
64 x 64 Analog Stereo Audio (Venus) 
64 x 64 PAL (Triton) 
 
VTR 
Up to 31 channels of VT, including 6 channel and 4 channel 
EVS recorders.  VTR has its own edit area equipped with  
audio and vision desks, BVE-2000 edit controller and RSAT 1 
satellite control panel for the EXTENDD, stand-alone Sony 
DVS-2000 and BVE-2000 and Bel Box option. 

Audio 
The sound department are delighted to lead the Irish outside 
broadcast industry forward in its digital transition, by installing  
a Max Air digital broadcast console.  Max Air is the new digital 
audio mixing console from Euphonix  specifically designed for 
on-air and live-to-tape broadcast and music production  
applications.  The desk offers 56 faders and a total of 106 full 
processing channels.  Multi-fibre snakes allow for groups of  
64 channels to be sent back to the OB up to 5 km’s away. 
 
Communications 
Clearcom Eclipse Talkback Matrixs system using integrated 
telephone adaptors.  4 channel Radio Talkback and  
CellCom digital wireless beltpacks. ,  
4 Duplex Radio Talkback Channels 
 
Up to 8 channels of Glensound commentary units and 4  
Channels of CMU 21 Prospect commentary units with full  
onboard monitoring and control are available. 
 
Other Facilities 
Telecast Fibre Systems Viper and Adder onboard allowing  
bi-directional transmission of multiple video and  
audio channels over distances of many kilometres. 
   
Dimensions 
Length 16.8 metres 
Height  4 metres 
Width   5.5 metres expanded 
 
Power Requirements 
1 x 125 amp 3 phase feed , or 
3 x 125 amp single phase feeds 
 

OB 6 

OB 6 is the latest addition to TVM’s ever expanding fleet and is the most exciting development in the Irish outside broadcast 
industry in recent years.  It is a very spacious, ultra modern, triple expanding unit, ideal for larger events.  Built on a 46 ft Volvo 

articulated truck by ASGB, it has full air-con throughout.  It is a standard definition/high definition, serial digital unit with very 
large Production, Sound, VT, Edit Suite, Transmission and Engineering areas – the Production area is 185 square feet.  The 

unit can facilitate 24 cameras together with mini and radio cameras, 31 channels of VT, 130 channels of audio,  
Aston 7/Vizrt, DVE and dual vision mixers. 

It can be used as a stand-alone unit, or can be seamlessly integrated with any of  
TVM’s fleet to provide host/presentation units. 

   Production Room 

         VT Room 

       Sound Room 
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